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AB SSS CoUsn. contains 70 to 97 pts. wt. of (A) *-™f^T« C 
type pol^r having MFR of 80 to 400g/1C ) mm as measured at 260 deg. C 
under 5 0kg and 30 to 3 pts. wt. of (B) LDPE havmg MFR of 0.1 to 
100q/10 in as measured at 190 deg. under 2.16kg. 
- pref(A) is a random copolymer contg. 2-20C alpha-olef.n and at least 
si wt. ( % 4-m.thyM-penU partic. a random ^^f^™ 
and 4-methyl-1-pentene. (B) is a high pressure LDPE. Pref (B) has 
density of 0 915 to 0.930g/cm3, m.pt. of 100 to 110 deg. C and MFR of 
1 0 to 100g/10 in as measured at 190 deg C under 2.16kg ^ o . nn 

USE/ADVANTAGE - The polymer compsn. is used to produce processing 
pape^f or synthetic leather, release paper for adhesives and synthet.c 



NC -001 
OPD - 1993-05-10 
ORD - 1994-11-22 



PAW - (MITC ) MITSUI PETROCHEM IND CO LTD 
Tl 4-methyl-1-pentene type polymer compsn for prodn of processing paper 
for synthetic leather - contg LDPE, gives mouldings high releasabU.ty 
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